
SURFACE PREPARATION
■ New unpainted surfacess. 
For new cement and concrete mortars, wait 4 weeks until fully 
set, clean any e�lorescence and release agents, remove dust 
and flakes, repair cracks, etc. and apply FIJADOR SELLADOR 
ACRILICO. 
■ Over old paints. 
If old paints are in poor condition or poorly adhered, it must be 
completely removed with water jet, then allow to dry, and 
apply FIJADOR SELLADOR ACRILICO. If old paints are in good 
condition but shiny, surface will be sanded to open the pore 
(check the adhesion before painting). 
■ Surfaces with molds and algae. 
remove any black/green spots by rubbing the stains with a 
brush. To be used LIMPIADOR DE FACHADAS for a better result.

HOW TO USE
Apply first two coats of diluted paint (5-15% of drinking water).

For  brush, roller or spray gun, approximate dilution is 5-15%.  
For spray gun dilution must be 15-30%
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DESCRIPTION

TECHNICAL CHARACTERISTICS

PROPERTIES

Top quality memi-matte wall paint for indoors/outdoors use, 
formulated with the most advanced technology in emulsion of 
specially modified copolymers, in addition of high-end  
pigments and fillers.Our formula includes anti-mold 
preservative. 

The data provided in this data sheet have been made by the technical services of this company and they must be followed for a correct application of the product. Any application carried out by the client without 
any possibility of control and prior consent from our company, in case of not following the instructions indicated, will be the sole responsibility of the client. It will be also the responsibility of the client not to take 
the appropriate measures in order to comply with the legislation in force. The information in this technical sheet is based on the knowledge of the product following to tests carried out by the technical services of 
this company. But taking into account that paints are beyond our control in certain circumstances, especially regarding their application, we cannot guarantee more than the quality of the paint itself. This company 
reserves the right to modify the content of the data of this technical sheet without previous notice.

Finish

APPLICATIONS
For indoors/outdoors decoration, over cement,plaster, brick, 
fiber cement, etc. When an eggshell gloss finish (semi-matte) is 
requested.

■ Excellent whiteness.
■ High resistance to wet rubbing.
■ Excellent coverage. 
■ Very good adherence.

smooth & semimatte (eggshell)

Resistance to wet rub Class 2 (UNE-EN 13.300)

Viscosity 115 ± 15 uk (Krebs units) a 25 ± 
10°C. (UNE 48-076).

Coverage High
Whiteness Excellent
Addherence Good

Fineness 6 ± 1HG. (Hegman degrees) 
(UNE-EN-ISO 1524)

Density 1.45 ± 0,10 gr/cc.
(UNE-EN-ISO 2811-1)

Performance 9-13 m2/lts. and coat

Drying 30-60 minutes.
Repaint 4-6 hours. 
C.O.V. ; 2004/42/II (A/a) (75/30) MAX. COVS: 30 g/L. 
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PRESENTATION
■  Available in 15L Canes. 

STORAGE
Can be stored more than one year in its original cane, if 
perfectly closed, not outdoors and being temperature between 
5 and 35ºC.

SAFETY INFORMATION
■ Contains Diuron (CASS: 330-54-1), Pyrithione zinc (CAS: 
13463-41-7), 2-Octyl-2H-isothiazol-3-one (CAS: 26530-20-1), 
CMIT / MIT ( CAS: 55965-84-9) and BIT (CAS: 2634-33-5). 
■  May produce an allergic reaction.
■  Safety data sheet on request. 
■  Keep out of the reach of children. 
■  Read the label before use. 

RECOMMENDATIONS
- Do not paint in rainy weather or with temperatures below 5ºC. 
- Remove properly the contents of the cane until full 
homogenization. 
- Do not wash the painted surface before 20 days.
- The surface temperature must be 3ºC above dew point

The data provided in this data sheet have been made by the technical services of this company and they must be followed for a correct application of the product. Any application carried out by the client without 
any possibility of control and prior consent from our company, in case of not following the instructions indicated, will be the sole responsibility of the client. It will be also the responsibility of the client not to take 
the appropriate measures in order to comply with the legislation in force. The information in this technical sheet is based on the knowledge of the product following to tests carried out by the technical services of 
this company. But taking into account that paints are beyond our control in certain circumstances, especially regarding their application, we cannot guarantee more than the quality of the paint itself. This company 
reserves the right to modify the content of the data of this technical sheet without previous notice.
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