
 
 

 
FRAGANCIAS (BLANCO Y COLORES) -FRAGRANCES (WHITE AND COLORS)  

     

 
DESCRIPTION 

 
Water-based matt paint of excellent quality for interiors. In this line of paint, the 
color is associated with its fragrance. The formulation of these paints is ecological 
and therefore favorable for the environment. 

 

 

 

PROPERTIES 
 

Pleasant fragrance, with excellent finish and application properties as well as a high covering 
power, yield, washability and adhesion. 
After being painted, the fragrance remains several days in the room. 

  

   
APPLICATION 
 
For interior decoration, on all type of construction material (plaster, cement, brick, fiber-cement, 
etc) and in all type of public and private buildings, premises, rooms, offering always an excellent 
finish and later durability. 
 

  

TECHNICAL CHARACTERISTICS 
 
Color: 22 colors range. 
Appearance: smooth and matt. 
Washability of range: class 2 ( UNE-EN 13.300). 
Adhesion: good. 
Fineness: 6 ± 1 HG (Hegman degrees) (UNE-EN-ISO 1524). 
Viscosity: 105 ± 15 UK (Krebs units) at 25º ± 10ºC (UNE 48.076). 
Density: 1,42 - 1,60 g/cc depending on color (UNE-EN-ISO 2811-1). 
Covering power: class 2 for 8 m²/lt (UNE-EN 13.300) of the following colors: 
Intense apple (manzana intenso), soft vanilla (vainilla suave), intense hazelnut (avellana intenso), 
soft hazelnut (avellana suave), soft cinnamon (canela suave), peach (melocotón), blackberry 
(mora), intense lavender (lavanda intenso), orange blossom (azahar) and macadamia 
(macademia). The other colors has not been evaluated. 
Yield: 8-12 m²/lt and coat. 
Drying: 30-60 minutes. 
Recoating: 4-8 hours. 
Utensils: cleaning with water. 
Stockage: Over a year in its sealed original package. 
Not flammable. 
V.O.C..: 2004/ 42/II (A/a) (75/30)Max. VOCS: 0-10 G/L depending on the color.  

  

   

   
 
TEST AND APPROVALS 
 
European patent EP 1375603 (ES 2247308T5). 
Certificate EU ECOLABEL ES-V /044/001. 

  



 
SURFACE PREPARATION 
 
New surfaces: remove dust, free particles, cover cracks, etc. 
Painted surfaces: 
-With lime or tempera, remove parts in bad conditions or of low quality. 
If the surface presents adhesion problems, apply previously a first coat of our Acrylic Fixer 
¨Fijador Acrílico¨. 
 

  

 
INSTRUCTIONS OF USE 

 
It is applied with a brush, roller or spray gun, diluting paints in the following proportions: 
Brush and roller 0-3%; spray gun 0-15%. Normally one coat is sufficient, if necessary apply a 
second coat or more coats. 
 
RECOMMENDATIONS 

 
Stir the content of the container until its perfect homogenization. 
Do not paint at temperatures below 5ºC. 
The paints of this product line, due to its special formulation, take a longer time to be washable 
than a normal paint, therefore we recommend not to wash the painted surface before 20 days. 

  

 
PACKAGING 
 
Available in 750ml and 2,5 L. 
 
STORAGE 

 
Storage time : over a year in its sealed original packaging, protected from the elements (sheltered 
and at a temperature between 5 and 35ºC). 

  

   

SAFETY INFORMATION 
 
It is imperative to follow packaging instructions. 
For more information, please consult the safety data sheet. 
 

  

 
DATE..: 02/04/15 
The data provided in these technical specifications have been made by the technical services of this company and they should be 
followed for proper product application. 
As the application will be made by the client out of the possibility of control of the company, in case of not follow the instructions will be 
the sole responsibility of the costumer. 
It is also your responsibility not to take the appropriate measures in order to comply with legislation. 
The information contained in this technical data sheet from this product are the knowledge from tests performed by the technical 
services of this company. But considering that the paintings in certain circumstances are beyond our control, especially in its 
application, we can only guarantee the quality of the product itself. The company reserves the right to modify the contents of this 
technical data sheet without notice. 

 

 

  

 


